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NOTES:

DRAWING NOT TO BE USED AS NAVIGATION. ONLY CHANNEL CONDITION 
AT DATE OF SURVEY.  THE LOCATION OF ALL NAVIGATION AIDS ARE BASED 
ON INFORMATION PROVIDED BY THE U.S. COAST GUARD.  BUOY LOCATIONS 
REPRESENT THE POSITION OF THE SINKER ONLY.

SURVEYED BY THE CORPS OF ENGINEERS.

SOUNDINGS ARE TAKEN BY FATHOMETER AND ARE SHOWN TO THE NEAREST 
FOOT AND TENTHS OF A FOOT.

SOUNDINGS ARE BASED ON THE DATUM OF MEAN LOWER LOW WATER AT THE 
LOCALITY.  NGVD 1929.

PLANE GRID AND COORDINATES ARE BASED ON THE STATE OF CALIFORNIA 
COORDINATE SYSTEM, LAMBERT CONFORMAL PROJECTION, ZONE III NAD 83, 
CALIFORNIA, AS DESCRIBED IN SPECIAL PUBLICATION NO. 235, PUBLISHED 
BY THE NATIONAL OCEAN SURVEY.

INFORMATION DEPICTED ON THIS MAP REPRESENT THE RESULTS OF SURVEYS
MADE ON THE DATES INDICATED AND CAN ONLY BE CONSIDERED AS INDICATING
THE GENERAL CONDITIONS EXTING AT THAT TIME.

PROJECT DEPTH IS 20 FEET AT M.L.L.W.

SOUNDINGS ARE BASED ON THE TIDE GAUGE. 


